## Product Specifications

<table>
<thead>
<tr>
<th>Style Name</th>
<th>Terrain 8 mil</th>
</tr>
</thead>
<tbody>
<tr>
<td>Style Number</td>
<td>0655V</td>
</tr>
<tr>
<td>Construction</td>
<td>Light commercial luxury vinyl tile</td>
</tr>
<tr>
<td>Class / ASTM F1700</td>
<td>Class III printed film vinyl tile</td>
</tr>
<tr>
<td>Nominal Dimensions</td>
<td>6 in wide, 48 in long</td>
</tr>
</tbody>
</table>

### Wear Layer Thickness
- **US units**: 0.008 in
- **Metric units**: 0.203 mm

### Overall Thickness
- **US units**: 0.078 in
- **Metric units**: 2 mm

### Actual Width
- **US units**: 5.96 in
- **Metric units**: 15.1 cm

### Actual Length
- **US units**: 48 in
- **Metric units**: 121.9 cm

### Backing Class
- Commercial grade

### Finish
- ExoGuard™

### Installation
- Glue down

### Recommended Adhesive
- Shaw 4100 or S150

### Packaging
- **Square Feet per Carton**: 53.63
- **Pieces per Carton**: 27
- **Weight per Carton**: 37.6 lbs

### Testing
- **Slip Resistance**: (ASTM D2047) >0.65
- **Static Load**: (ASTM F970) 1500 psi
- **Residual Indentation**: (ASTM F1914) passes <8%
- **Flexibility**: (ASTM F137) passes
- **Resistance to Heat**: (ASTM F1514) passes
- **Resistance to Light**: (ASTM F1515) passes
- **Resistance to Chemicals**: (ASTM F925) passes
- **Radiant Panel**: (ASTM E648) Class 1
- **NBS Smoke**: (ASTM E662) <450

### Warranty
- 5 year limited commercial
- Please visit www.shawhardsurface.com for the most current warranty information.

### Installation Methods
- Monolithic
- Brick
- Ashlar
- Stagger

### Environmental
- Indoor Air Quality
  - FloorScore® certified

---

Specifications are subject to nominal manufacturing variance. Material supply and/or manufacturing processes may necessitate changes without notice.

shawhardsurface.com